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Product information

Made in France* by Proyacht SARL
331, Avenue du Docteur Lefebvre - 06270 Villeneuve Loubet
Tel. +33(0) 493 229 865
Clin’Azur & Proyacht sont des marques déposées www.clinazur.com

SAFETY DATA SHEET AVAILABLE ON REQUEST FOR PROFESSIONALS USERS
Always refer to the descriptions on labels. Keep out of reach of children. 

Respect the conditions of use.
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	Nom du produit: 220
	Descriptif anglais: Stainless steel polish
	Descriptif français: Polish chrome & inox
	Langue: En
	Version: Date de la version 14/10/16  V.1
	Description: - Its abrasive formulation enables the 220 to deoxidize, protect and shine chrome, stainless steel and copper. - It is also suitable for removing micro-scratches and restoring shine on the gelcoat and painted surfaces. 
	Composition: Heavy naphtha, <0.1% benzene, C12-C14 fatty alcohol ethoxylates
	Aspect: Liquid cream / characteristic
	pH: N.A
	Densité: 1.22 +/- 0.03
	Point éclair: >60°C (>140°F)
	N°ONU: N.A
	Stockage: Store in its original packaging between 5 and 30 ° C.
	Conditionnements: tube 100ml / tube 250ml
	Compatibilité / Supports: Metals like chrome or stainless steel,  painted surfaces and gelcoat finish work
	Méthodes: - Work on a clean, dry surface. - Apply a small amount of 220 on a damp sponge and polish the surface to be treated in regular circular mouvements until almost completely dry. - Final wipe with a soft cloth or dry cotton wool. - Repeat the operation if necessary. - Note: The 220 is a "finishing"  polish reserved to metals or finishing work on the gelcoat and painted surfaces.
	Précautions: Before use: Always perform a test on a small surface. May produce an allergic reaction.


